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REWEW OF PERMIT. PERFORMANCE STANDARDS -PERMIT COND'Z/ON REQUIRETENTS

1. Subsfantiate the e/emenfs on this inspection by checking the apprcpriate pefformance standard.
a. For COMPLETE tnspecfions prcvide nanative justification for any e/emenfs notfully rnspecfed unless elementr's nof

apprcpriate to the sife, in which case check Not Applicable.
b. For PARTIAL inspections check only the elements evaluated.

2. Document any noncompliance situation by refercnce fhe IVOVissued atthe appropriate performance standard /isfed betow.
3. Refercnce any nanatives wnffen in conjunction with this inspection at the appropriate performace standard listed below.
4. Prpvide a brief status rcpott for all pending enforcemenf acfions, permit conditions, Divison Orders, and amendments.

1. Permits, Ghange, Transfer, Renewal, Sale

Evaluated Not Applicable Gomment Enforcement

trf]Ttr
2. Signs and Markers TETE
3. Topsoil I Tu T
4.a Hydrologic Balance: Diversions T tr T T
4.b Hydrologic Balance: Sediment Ponds and lmpoundments ITT T
4.c Hydrologic Balance: Other Sediment Control Measures trTT n
4.d Hydrologic Balance. Water Monitoring TTT tr
4.e Hydrologic Balance: Effluent Limitations II tr T
5. Explosives TT T T
6. Disposal of Excess Spoil, Fills, Benches T T trT
7. Coal Mine Waste, Refuse Piles, lmpoundments Tg T L]
8. NoncoalWaste m ItrE
9. Protection of Fish, Wildlife and Related Environmental lssues tr tr lI
10. Slides and Other Damage tr trIl
11. Contemporaneous Reclamation TIT T
12. Backfilling And Grading Ttr T n
13. Revegetation u n TI
14. Subsidence Control T lT T
15. Cessation of Operations T T UT
16.a Roads: Construction, Maintenance, Surfacing TrTl
16.b Roads: Drainage Controls u I II
17. OtherTransportation Facilities tr IT tr
18. Support Facilities, Utility Installations utrTM
19. AVS Check trlT T
20. Air Quality Permit T tt IT
21. Bonding and Insurance T trtr T
22. Other u T IT
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2. Siong and tarkers

Mine identification signs are present at the main facility and the 4th east portal
facility. Signs are located at a point of contact for the public to the permit area. The
signs contained the rcquired information. 

I

8. Noncoal Waste

Minor amount of noncoal waste was observed. Garbage can had tipped over from
high winds. Marked inprovement in noncoal waste management from previous
inspection.

18. Support Facilities. Utilitv Installations

Three segments of wind fence were observed to have failed. These segments have
been repaired in the past by using zip ties. The high winds have ripped the wind
fence through the ties and unsecured the wind fence. The wind fence needs to be
maintained. The three sections are located high off the ground so a man lift will be
required to do the maintenance work. Peter Behling was going to check to see if any
material is still available on site or if more needed to be ordered. Repairs by
replacement have been made to several areas on the lower tiers.


